ACUITAS® is the future of video server technology. Acuitas eliminates the traditional, serial-
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provides the most feature-rich, exible, and reliable IT-based playout system on the market
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- Audio-over w/internal playout of audio file A.nalog blackburst refergnce input (tri-level or
Aduitasaansbeatlizedsars simplacommercial iREEYoR BHSIA%SRA SRR Mllt-channels.

Itspexiteindsealabipiont Yo mtoperation ne-ed%6.—|n/32—out unbalanced AES/EBU audio channels
- Embedded audio support

« 2D DVE w/graphics behind and in DVE
«  MPEG-2 MXF, AVI file playback to 50 Mbps

(Long-GOP) or 100Mbps (I-Frame), 4:2:2 or 4:2:0
HDV file playback

+ Quicktime file playback

Ingest Chassis

A single instance of MediaFiler and MediaTimer
can be installed per chassis (See MediaFiler and
MediaTimer datasheets for features of these
products)

Three SD/HD encode channels
Two SD/HD decode channels
Shuttle/Jog capabilities

MPEG-2 MXEF, AVI file encoding to 50 Mbps
(Long-GOP) or 100 Mbps (I-Frame) , 4:2:2 or 4:2:0

Supports Florical Systems ShowTimer product
(See ShowTimer datasheet for features of this
product)
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TV AUTOMATION

Up to 8 audio channels per SDI port
48 KHz 24 bit audio
Automatic bypass during power loss

Redundant Gigabit Ethernet ports for file
transfer and control

Dual redundant 750W 100-250V power supplies,
high efficiency design (92%)

Redundant cooling fans

Off the shelf HP DL380 G6 2RU chassis

Matrox video hardware

Windows 2008 Server operating system
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from front of machine

55 Hours @25 Mbps standard, can be expanded
to 80 hours @25 Mbps internal storage

Up to 350 hours @25 Mbps optional with external
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™ Closed Captioning

™ Join in progress functionality

The Leader in TV Automation.
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